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GENERAL NOTES:

I. EACH BAIL SHALL BE EMBEDDED IN THE SOIL A MINIMUM OF FOUR INCHES.

2. BALES SHALL BE SECURELY ANCHORED IN PLACE BY 2 X 2 WOOD STAKES DRIVEN THROUGH
THE BALES.

3. INSPECTION SHALL BE MADE EVERY TWO V€EKS AND AFTER EACH l/2 RAINFALL EVENT.
REPAIR OR REPLACEMENT SHALL BE MADE PRO).IPThY AS NEEDED BY THE CONTRACTOR.

4. WHEN SILT REACHES A DEPTh OF 6 INCHES, IT SHALL BE REMOVED AND DISPOSED OF IN AN
APPROVED MANNER.

5. AF1ER ThE DISTURBED AREAS OF THE SITE ARE COMPLETELY STABILIZED. ThE BALES SHALL BE
REMOVED AND DISPOSED OF AT AN APPROVED SPOIL DISPOSAL SITE.
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BALE BINDINGS ARE
NOT TO BE BURIED

4’ VERTICAL FACE

EMBEDDING DETAIL

TWO STAKES PER BALE
(STAKES 6~ MIN. IN GROUND)

BALE BINDINGS ARE
NOT TO BE BURIED

ANCHORING DETAIL

WIRE OR NYLON BOUND
BALES PLACED ON THE
CONTOUR
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STRAW BALE DIKE

APPROVED I I
I CITY OF WICHITA FALLS, TX I STRAW BALE DIKE

9 I ENGINEERING DIVISION
CITY ENGIN DATE JANUARY 2015 DETAIL NO. 1060
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